
EXCEL 2000
HIGH EFFICIENCY

MULTI-FUEL BOILER

Each Excel boiler is shipped 
with the following Standard
Equipment:
• Boiler body, doors and jacket
• Oil or gas burner
• Fan, controls and wiring harness
• ASME Boiler Pressure Relief Valve
• Cleaning tools

Accessories:
• Enhanced Ash Hod
• Domestic Water Coil
• Thermostatic Tempering Valve
• Heat Storage System

For maximum flexibility of installa-
tion, the flue outlet may be mounted
either on the right side of the boiler
or the rear.

ASME stamped models required by
some states and building codes.
Check with your local building
inspector.

Both firetube heat exchangers,
accessible when the cleanout cover is
removed, may be cleaned quickly and
easily with the flu brush supplied
with the boiler.

20 year limited warranty
HS-TARM boilers are covered by a
20 year limited warranty, a copy of
which is provided with the boiler.
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How the Excel Compares

Specifications

Dimensions
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Fireplaces Older “airtight”
Wood stoves

New EPA
“HI-TECH”
Wood stoves

Catalytic
Wood stoves

Tarm Excel

Excel boiler with Storage Tank.

Excel 2000 Excel 2200
Output Wood BTU/hr 102,500 140,000

Output, Oil BTU/hr 120,000 150,000

Output, Gas BTU/hr 120,000 140,000

Firebox Volume Cubic Ft 4.0 6.6

Log Length in. 20 20

Water Volume US GAl. 64 72

Weight of boiler complete Lbs 1440 1610

Pressure test, boiler PSI 45 45

Pressure test, coil PSI 580 580

Depth   A in. 54 54

Width   B in. 21 25

Height   C in. 52 54

Flue Size in. 6 6

Height to Center of flue in. 41 1/4 41 1/4

Tapping Size - Feed & Return in. 1 1/4 1 1/4
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RECYCLED
Supporting responsible use of forest
resources, this brochure is printed on
100% post consumer recycled paper
with soy based inks.
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